
Solvent

Screen Printing

Technical Data Sheet

Eco solvent PP Paper

UVEco solvent Latex

/125/sq.m±10gsm/

Eco solvent

0.914/1.07/1.27/ 

1.52m
/

/

/848 x 354n/5cmDIN EN ISO 1421

DIN 53363 27x18N

Material Details
Properties

All above information shall only be used as a guide; buyer shall independently 

test and determine product suitability. The mentioned data are average of test 

result and should not be used for the purpose of lawsuit or warranty.

Note: 

STD Width /

Ink Printability

Dye Transfer Dye Direct

STD Length / 30m/50m /

/200mic±10mic/

Test method Metric Imperial

Matt surface treatment

UEC0-190MN-127

Perfect for indoor & outdoor decoration, x-banner, Roll up banners.

Tear Strength

Stock Code

Tensile Strength

Weight

Thickness

Description

Head office:                 
Cnr Riley Street & Jan van Riebeeck 

Drive, Beaconvale 7500, Parow,            
South Africa  

Tel: +27(0)21 932-3602  
Email: r.spolander@seldenrod.co.za  

Johannesburg: 
36 Loper Avenue, Areoport, Spartan, 

Kempton Park, South Africa                  
Tel: +27(0)11 974 0080 

Durban: 
Unit 6 & 6, 3 Hillhead Road Mount 

Edgecombe, Durban, South Africa                 
Tel: +27(0)31 539 7663 


